@ aaintyGo

Pharma Process & Packaging

www.saintyco.com

Tablet Press

CATALOGUE
Rev:1.0



Tablet Press

Product Data

Contents Page

OneTab Tablet Press......ccciiiiieeiiiiiiieniiiniieiinnreee s s sse e s s 2
MiniTab Tablet Press......cceeiiiiiieiiieiiiniiiiesnsn s sssssssseeeeeeeee e 0
ProTab Tablet Press........ccceiiiiieiiiiiiieiiiiieniniieeesinesssssassssnssnesnseesssssnnens 10

PrimaPress Tablet Press.....cccccciiiiieeiiiiniienniinninneesiennemenenssnessnssssssssnses 14

AdvantaPress Tablet Press.......cccoceiiiiiiiiiiiiiiiiiiiiiiiiiinc e 17
AdvantaPress Plus Tablet Press.........ccciviieiiiiiniiiiiiiiiinnici e 21
MagnaPress Tablet Press.....cccveeiiiiiiiiiiiiiiiiiiiiiiiiiiiiiiee s ccne s 25
Smart S Tablet Press.........cocceveviniiiiinneeisinnnennne 28
Smart Plus Tablet Press.......cceeeieiiiiiiiiinnnieniiiinnninesssssinns 33
UltraTab Tablet Press.......ccccciiiiieiiiiiiiiiiiiiiniiii e e 37
UltraTab Plus Tablet Press.........ccccecvuiiiiiisininiininnininnniecnnnecnsniane 40
Peripheral EQUIPMeNt.......ccoiiiiieeiieneiiniiiiiinnnninneeesssesssssssssssssssssnssesessssnes 43

www.saintyco.com



ONETab

ONETab-Tablet Press

The ONETab Tablet Press is a single punch pharmaceutical tablet
press, delivering state-of-the-art performance for R&D
applications, clinical batches and small scale production.

ONETab Tablet Press can press round tablets,annular tablets,

engraved tablets and irregular tablets.

ONETab-A

ONETab-B
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ONETab

Features:

] Contact parts 316L

] Up to 3,600 tabs/h

| Positioning machine stop

] Pressure display

| ] 4 Column structure to get more space for operation

[ ] Adjustable tablet thickness

| Automatically Stops when overload occurred for protecting the
punches and dies

| Safety Interlocking at Upper and Lower Guards ensures
protection against hazards

] Fully enclosed to ensure the safety of operator

| cGMP compliant

[ ] Motor fault alarm

[ ] Pressure overload alarm

| ] Emergency stop

Optional:
] PLC Control

] Available USP Port for Data Batch Printing
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ONETab

Feeder parts

Out of the tablet device

PLC touch screen

Normal switch control
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ONETab

Optional:PLC Control

Dimensions:
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Technical Data
Dies (set) 1 1
Max Tablet Diameter (mm) 25 30
Max Production Capacity (t/min) 60 60
Max Pressure (KN) 50 80
Max Filling Depth (mm) 20 22
Tablet Thickness (mm) 0.5-8 0.5-10
Power Supply 1PH 220V 50Hz/60Hz 1.5kw 3PH 380V/220V 50Hz/60Hz 3kw
Dimensions (mm) 500 x 580 x 830 550 x 640 x 1025
Weight (kg) 185 265
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MINI7ab

MINITab-Tablet Press

The MINITab Tablet Press is designed to press both round and irregular shapes
of tablets from various kinds of granular materials,delivering state-of-the-art
performance for R&D applications, clinical batches and small scale production.
Custom engraving of letters or logos are available upon request.During
operation, the speed of the turret rotation, the depth of the filling material and

the thickness of the tablets can be adjusted.

The mechanical buffer unit will prevent punches and apparatus from overload

damage.
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MINI7ab

Features:

] Contact parts 316L

] Up to 43,200 tabs/h

] In Built Pre-Compression system

| Gravity feeder system

| Adjustable main pressure and upper plunger plunge depth

[ ] Adjustable tablet thickness

[ Adjustable filling depth

] Digital display

] Available USP Port for Data Batch Printing

| Automatically Stops when overload occurred for protecting the
punches and dies

| Safety Interlocking at Upper and Lower Guards ensures
protection against hazards

| cGMP compliant

Designed for R&D
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MINI7ab

Pressure systerm

Feeder parts

PLC Touch screen

Hand Wheel
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MINI7ab

Dimensions:
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MINITab
ST8 ST10 ST16 ST24

Technical Data

Machine Configurations Mono-layer

Punch&die type(TSM) D B BB BBS
Number of press station 8 10 16 24

Max tablet diameter(mm) 25 18 13 11

Max output(Tablet/h) 14,400 18,000 28,800 43,200

Max filling depth(mm) 16 16 16 16
Max main pressure(KN) 60 60 60 60

Max pre pressure(KN) 10 10 10 10

Idle load noise dB(A) <70

Power 380V 50/60HZ 2.2KW
Dimension (mm) 750x800x1628
Weight (KG) 550
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ProTab-Tablet Press

The ProTab Tablet Press is a small,rotary pharmaceutical tablet
press, delivering state-of-the-art performance for R&D

applications, clinical batches and small scale production.
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ProTab ST8

ProTab ST10

ProTab ST14

ProTab ST16
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Feeder parts

Pressure systerm

Out of the tablet device

Lubricating oil parts

11
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Features:

L] Contact parts 316L.

u Up to 48,000 tabs/h.

] Frequency converter maintains continuous control over
motor and production speed.

u Direct connection between main axle and the die disc
combination to avoid power loss.

L] Formed by two process of compressing: pre-compressing
and main compressing.

u Automatically Stops when overload occurred for protecting
the punches and dies.

| Safety Interlocking at Upper and Lower Guards ensures
protection against hazards.

| Adjustable main pressure and upper plunger depth.

u Fully automatic lubrication system.

] Pressure detecting system.

| Adjustable tablet thickness.

| Adjustable filling depth.

| Data display.

u cGMP compliant.

12
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ProTab

Dimensions:
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Technical Data

Tool Type D B D
Dies (set) 8 10 14 16
Max Pressure (KN) 80 80 80 80
Max Pre-pressure (KN) 15 15 15 15
Max Tablet Diameter (mm) 25 16 25 16
Max Filling Depth(mm) 20 16 20 16
Tablet Thickness (mm) 0.5~8 0.5-8 0.5~8 0.5-8
Upper and Lower Plunger Diameter (mm) 25.35 19 25.35 19
Upper and Lower Plunger Length (mm) 133.6 133.6 133.6 133.6
Center Die Diameter mm) 38.1 30.162 38.1 30.162
Center Die Thickness (mm) 23.81 22.225 23.81 22.225
Max Speed of Main Shift (r/min) 50 50 50 50
Max Production Capacity (t/h) 24000 30000 42000 48000
Power Supply 3PH 380V/220V 50Hz/60Hz 3.0kw
Dimension (mm) 835x705x1650
Weight (kg) 900

www.saintyco.com




PRIMAPress

PRIMAPress-Tablet Press

The PRIMAPress Tablet Press is a reliable, versatile,single-sided

tableting machine which has been developed for excellent overall

equipment efficiency (OEE) and lowest total cost of ownership
(TCO).

PRIMAPress ST15

PRIMAPress ST17

PRIMAPress ST20

PRIMAPress ST25

14
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PRIMAPress

Features:

L] Siemens PLC&HMI

L] Contact parts 316L

| Up to 118,000 tabs/h

| Excellent performance with challenging high volume products
such as Metformin and Amlodipin

| Quick product and format changes: tablet chute and fill shoe
can be swung out - no tedious readjustments

| Few product contact parts: minimal cleaning effort

| Tool-less format change

] Optimal hygienic design

] Hermetical separation between compaction and service area

| Patented, closed punch bellows to prevent tablet contamination

Force feeder System

Make the engine’s motive power transmit to enforced
transmission shaft directly,and then over the transmission box
and feeder impeller, achieing the enforced feeder system and
saving the less down material from gravity ,too much powder in
working tray and inter-pollution of ordinary machine.

15
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PRIMAPress

Dimensions:
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PrimaPress
Technical Data
Machine configurations Mono-layer
Punch&die type(EU) D B BB BBS
Number of press station 15 17 20 25
Max tablet diameter(mm) 25 16 13 11
Max abnormal prolate axis size 25 18 16 13
Max output(Tablet/h) 70000 80000 95000 118000
Max filling depth(mm) 20 16 16 16
Max main pressure(KN) 100 80 80 80
Max pre pressure(KN) 12 12 12 12
Idle load noise dB(A) <75
Power 380V 50HZ 5.5KW
Dimension (mm) 660x690x1620
Weight (KG) 675
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ADVANTAPress

ADVANTAPress-Tablet Press

The ADVANTAPress Tablet Press modular SEIEMENS control
system,high speed and high precision digital and analog

signals,welding flexibility and reliability.

ADVANTAPress Tablet Press is a reliable, versatile,single-sided
tableting machine which has been developed for excellent overall

equipment efficiency (OEE) and lowest total cost of ownership

(TCO).
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) ADVANTAPress ST26
ADVANTAPress ST32
— ADVANTAPress ST40
ADVANTAPress ST45
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ADVANTAPress

The force feeder device could improve

liquidity and filling for the pellet.

Rejection in bulk and in single function.

18
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ADVANTAPress

Adopt automatic thin oil lubrication systerm.
The first munufacturer who adopt no-handwheel systerm , high automation.

Steady hydraulic pressure systerm , stable running and low noise.

Features:

u Siemens PLC&HMI

u Contact parts 316L

] Up to 280,000 tabs/h

u Excellent performance with challenging high volume products
such as Metformin and Amlodipin

u Quick product and format changes: tablet chute and fill shoe
can be swung out - no tedious readjustments

u Few product contact parts: minimal cleaning effort

u Tool-less format change

u Optimal hygienic design

u Hermetical separation between compaction and service area

u Patented, closed punch bellows to prevent tablet contamination

www.saintyco.com




ADVANTAPress

Dimensions:
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Technical Data

Machine Configurations Mono-layer
Punch&die type(EU) D B BB BBS
Number of press station 26 32 40 45
Max tablet diameter(mm) 25 16 13 11
Max abnormal prolate axis size 25 18 16 13
Max output(Tablet/h) 170000 210000 260000 280000
Max filling depth(mm) 20 18 18 18
Max main pressure(KN) 100 80 80 80
Max pre pressure(KN) 20 20 20 20
Idle load noise dB(A) <75
Power 380V 50HZ 9.5KW
Dimension (mm) 780x860x1930
Weight (KG) 1650

20
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ADVANTAPress Plus

ADVANTAPress Plus-Tablet Press

The ADVANTAPress Plus Tablet Press is double sided,
versatile,high speed tableting machine. Optimised for fast
change over between bi- and mono-layer tablet mode and for
high speed effer-vescent tablet production. Meets GMP

requirements, can press two layers tablets with different colors,

annular tablets, round tablets, engraved tablets and irregular

tablets.

[ ] High pressure
[ ] Largue diameter of tablets
[ ] High yield

[ ] Accurate and easy maintenance

ADVANTAPress+ ST45

ADVANTAPress+ ST55

ADVANTAPress+ ST69

ADVANTAPress+ ST75

21

www.saintyco.com



ADVANTAPress Plus

Adopt arm pressure function.

Four sets of independent lubrication system.

Module design, which is easy to assembly and
disassembly the punches&die.

22
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ADVANTAPress Plus

Double transmission, big torsional
movement, high loading ability.

Lengthen the ration cam, which
increase the number of
controlled punches&die.

Features:

u Siemens PLC&HMI

u Contact parts 316L

u Up to 630,000 tabs/h

[ ] Excellent performance with challenging high volume products
such as Metformin and Amlodipin

u No conversion of compression stations required for changing
the machine confi-guration

u Quick product and format changes: tablet chute and fill shoe
can be swung out - no tedious readjustments

u Few product contact parts: minimal cleaning effort

u Optimal hygienic design

[ Hermetical separation between compaction and service area

u Patented closed punch bellows to prevent tablet contamination

Upper and lower double force
feeding system.

Adopt Acetal material ,
subsection assemble cam.

23
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ADVANTAPress Plus

Dimensions: ) 1260
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AdvantaPress Plus
Technical Data
ST45 ST55 ST69 ST75
D

Machine configurations Mono-layer,Bi-layer

Punch&die type(EU) B BB BB
Number of press station 45 55 69 75
Max tablet diameter(mm) 25 16 13 13
Max abnormal prolate axis size 25 18 16 16
Max output(Tablet/h) 390000 470000 580000 630000
Max filling depth(mm) 20 18 18 18
Max main pressure(KN) 100 100 100 100
Max pre pressure(KN) 20 20 20 20
Idle load noise dB(A) <75
Power 380V 50HZ 10.5-13KW
Dimension (mm) 1260x1260x1950
Weight (KG) 3750

24
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MAGNAPress

MAGNAPress-Tablet Press

The MAGNAPress Tablet Press is a reliable, versatile,double sided,
high speed tableting machine. SaintyCo has optimised the press to

achieve maximum performance with minimum wear.

MAGNAPress ST49
MAGNAPress ST61

MAGNAPress ST73

MAGNAPress ST79

25
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MAGNAPress

Adopt sevice motor control
feeding systerm and adjust feeder
separately through control servo
motor, feedback and adjust
promptly and locate accurately.

Three slurry impeller force
feeding system.

Adopt non-handwheel operation
system.

Industry design, adopt advanced
PCC control system.

L AEREAEACA LA RARE |

Features:

u Siemens PLC&HMI

u Contact parts 316L

[ | Up to 680,000 tabs/h

u Excellent performance with challenging high volume products
such as Metformin and Amlodipin

u Quick product and format changes: tablet chute and fill shoe
can be swung out - no tedious readjustments

u Few product contact parts: minimal cleaning effort

u Tool-less format change

u Optimal hygienic design

u Hermetical separation between compaction and service area

u Patented, closed punch bellows to prevent tablet contamination

26
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MAGNAPress

Dimensions:
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MagnaPress
Technical Data
L) ST61 ST73 ST79
Machine cofigurations Mono-layer,Bi-layer
Punch&die type(EU) D B BB BBS
Number of press station 49 61 73 79
Max tablet diameter(mm) 25 16 13 11
Max abnormal prolate axis size 25 18 16 13
Max output(Tablet/h) 430000 530000 630000 680000
Max filling depth(mm) 20 18 18 18
Max main pressure(KN) 100 100 100 100
Max pre pressure(KN) 100 100 100 100
Idle load noise dB(A) <75
Power 380V 50HZ 13.5-15KW
Dimension (mm) 1310x1310x1980
Weight (KG) 4600

27
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Smart S-Tablet Press

The Smart S Tablet Press is an economical,reliable, pharma rotary
tablet press,developed to meet all current customer requirements in
the Pharmaceutical Industry, offering outstanding production
stability and quality results.

Smart S Tablet Press with interchangeable turret.

Highlights

e S = Simple handling

e M = Modular packages

e A = Automated operation

® R = Robust & Compact design

o T = Turret change

u‘u'}m‘.-\
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The Smart S Tablet Press has been developed to enhance the concept of

flexibility and automation of the proven S250 tablet press, well known for its
robustness and reliability. The new version
combines established technology with the latest controls and

an interchangeable turret.

SIMPLE HANDLING

The machine is user friendly. Operators with experience on existing machines
are able to handle new S250,while a standard training course is sufficient for
effective tablet manufacturing. The software has been designed in a simple and

self explanatory manner,enabling operators to handle the machine efficiently

and safely.

MODULAR PACKAGES

Available in two version:

u Traditional

u Classic

As standard each version includes a number of functions each one with

different options to satisfy current market requirements.

AUTOMATED OPERATION

The Smart S Tablet Press is controlled by the newest computerized
system entirely remote from the visual system. The HMI (Human
Machine Interface) is fully integrated and linked with a controller.

The automation of the new system also offers the following advantages.
] Display of the pre and main pressure penetration

| ] Recipe, batch date, alarm, error messages

] Wall dimension pre-pressure/main pressure measurement

] Fill depth measurement and display

] Pre-pressure and main pressure values (individual and Srel)

] Tooling format details

] Weight(optional)

] Diagnosis and error messages-easy maintenance

] Fillshoe speed

] Tablet output

ROBUST AND COMPACT DESIGN
The machine has a very compact design. There is no external electrical

cabinet as the electronic components are included in the machine

housing as a result of which less space is required in the production

room. Additionally the machine can be easily moved.
29
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Features:

] Contact parts 316L.

| Up to 300,000 tabs/h.

| Adopt reinforced frame design, more stable running under high stress with wider range
of application.

| Adopt Germany brand IPC with fast response speed & high reliability.

u All-in-one machine design, move conveniently.

u Back positioned electrical cabinet with more Operation space in front.

| Controlled by cantilever screen structure, can multidirectional rotating, avoid accidental
injury.

| Unique oil scrapper design with better scrapping result.

| Optimize feed structure with short transmission distance, free maintenance.

| Interchangeable turret, internal module can be lifted, simple operation in short time.

| Gas spring lock+double mechanical lock, higher safety.

] The entire silicon sealing strip, sealing effect is better.

] New design with modern outlook, friendly HMI.

] Display pre and main pressure bar chart

| Automatically control tablet weight through pressure

] Upper punch tightness

] Tablet jam

] Pre and Main pressure tablet thickness

] Monitor lubrication oil pressure

u Monitor single tablet ejection

[ ] Monitor pressure overload

Monitor motor overload

TURRET CHANGE

The upper machine head can be lifted
to ease turret removal. This operation
is carried out in a short time,the turret
can be removed simply and quickly.
Afterwards it can be swung out and

positioned on a trolley.
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Technical Data
Machine Configurations Mono-layer
Punch&die type(EU) D B BB BBS
Number of press station 26 32 40 44
Max tablet diameter(mm) 25 16 13 11
Max output(Tablet/h) 175,000 220,000 270,000 300,000
Max filling depth(mm) 20 16 16 16
Max main pressure(KN) 100 80 80 80
Max pre pressure(KN) 40 40 40 40
Compressed air 100L/min 0.6-0.8MPa
Power 400V 50/60HZ 8Kw
Closed Dimension (mm) 1320x1020x1998 1463x1580x2081(Classic)
Opened Dimension(mm) 2198x2124x2307 2473x2307x2172(Classic)
Weight (KG) 1,925 2,800(Classic)
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Dimensions:
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Smart Plus-Tablet Press

The Smart Plus Tablet Press is an economical,reliable, pharma
rotary tablet press,developed to meet all current customer
requirements in the Pharmaceutical Industry, offering outstanding
production stability and quality results.

Smart Plus Tablet Press with interchangeable turret.

Highlights

e S = Simple handling

e M = Modular packages

e A = Automated operation

® R = Robust & Compact design

o T = Turret change

Smart Plus ST45

Smart Plus ST55

Smart Plus ST67

Smart Plus ST73

33
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Features:

] Contact parts 316L

] Up to 700,000 tabs/h

| Mono-layer Tablet

| Bi-layer tablet(Optional)

| Interchangeable turret

u Max.120KN main pressure(optional)
u Remote control

| Modular packages

u Simple handing

u Position all

u Large space for fixing tooling

| Feeding boot swung design, easily operation

u Control cabinet separate with the press machine

| Industry PC control

u Stabilized and compact design

| Straignt forced feeding system

] Processing area insulate with transmission area

| Lower punches firmed by permanent magnets

| Single tablet ejection

| Two separated chute design(Optional)

u Ultrlight filling shose densin

| Upper punches put bellows to realize the isulation of lubrication

oil and powder.

New automatic system possesses the following advantages:
| Automatically weight control

u Online automatically sampling

| Graphic interface

| Display prepressure and main pressure bar graph

| Pressure value quick set-up

34
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Automatic Operation:

Smart Plus is controlled by the newest
computer system can completely relize
remote operation and inspection. Integrate
HMI and connected with cotroller. 9

password levels and unchangeable detailed

production data records.

ooebREl

Provide transparency Fill-shoe to effectively

check material feeding.

Split type filling cam design,ensure more

installation space
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Dimensions:
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Smart Plus

ST45 ST55 ST67 ST73

Mono-layer,Bi-layer

Machine Configurations

Punch&die type(EU) D B BB BBS
Number of press station 45 55 67 73
Max tablet diameter(mm) 25 16 13 11
Max output(Tablet/h) 432,000 528,000 643,000 700,000
Max filling depth(mm) 20 16 16 16
Max main pressure(KN) 100(120 Optional) 100 100 100
Max pre pressure(KN) 80(100 Optional) 80(100 Optional) 80(100 Optional) 80(100 Optional)

Compressed air 100L/min 0.6-0.8MPa

Power 400V 50/60HZ 22Kw

Dimension (mm) 1426x1326x2148

Weight (KG) 4,100

36
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UltraTab

UltraTab -Tablet Press

The UltraTab high speed rotary tablet press is suitable for use in the
pharmaceutical industry to compact the granular materials meeting the
requirements into tablets, round, irregular, with or without engravings on
one or two sides. It is not suitable for semi solids, humid granules,

materials with a low melting point and non granular powders.

Combining cost-orientation with precision,quality and safety was the
guiding principle during development of the UltraTab tablet presses
manufactured by SaintyCo. All the machines comply with the regulatory
requirements in accordance with cGMP and FDA, are easy to operate and
permit flexible production as well as fast format changes. Thanks to a wide
range of process equipment, the plants can be optimally adapted to
customer requirements. Production output by the UltraTab single rotary

press accounts for more than 280,000 tablets per hour.

UltraTab ST29

I 1,

UltraTab ST36
UltraTab ST43

UltraTab ST47

37
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UltraTab

Features:

L] Contact parts 316L

| High speed: up to 282,000 tabs/h

| Mono-layer Tablet

| Optimized mechanical structure, closed compression area avoid
the risk of cross-contamination, in compliance with the FDA &
CGMP regulations

| Robust design, the tablet press is able to running for a long time
under high compression force without deformation

| Maximum operating safety

| Easy for maintenance and repair

] Exchangeable filling, dosing and metering wheels

| Metering wheels can increase powder flowability and uniform
density

| Filling wheels and dosing wheels can precisely fill and dose powder

u Controlled by VME-BUS, servo motor can adjust filling depth

| For products with poor flowability and Chinese traditional
medicine, round rod wheels can be ordered as options

[ ] Minimized product loss

u All compression roller are independent mounted. Main roller and
pre roller are same size (250mm, mutual exchangeable), each can
offer 100 KN

| Roller is made in Germany with special material and technology,
long lifetime

] Made in Germany, super precision

| Reduction of down-time through use of an extra turret, complete

with cams and tools =y 10 R

| Increased annual vyield through optimization of the
interchangeable turrets

u Design-patented turrets can be interchanged with cams and tools

| Quick adjustment to highly varied production conditions

u A good tablet channel and reject tablet channel

| Optional sampling gate, easy to check tablet quality

| Optional air sorting, reject single tablet precisely, reduce the
product loss

| Equipped with VME technology and top class electrical parts,
capable of evaluating huge amount of data in real-time, to meet
the requirements of customers

u Ergonomically designed HMI panel consisting of a large touch
screen, preset English, Chinese languages greatly simplifies the
operation

] Support FDA 21 CFR Part 11 38
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UltraTab

Electrical Operating:

@) @) Operating touch screen

Emergency stop button

Power supply switch

UltraTab

Technical Data
ST29 ST36 ST43 N4

Machine Configurations Mono-layer
Punch&die type(EU) D B BB BBS
Number of press station 29 36 43 47
Max tablet diameter(mm) 25 16 13 11
Max output(Tablet/h) 139,200 216,000 258,000 282,000
Max filling depth(mm) 18 18 18 18
Max main pressure(KN) 100 100 100 100
Max pre pressure(KN) 100 100 100 100
Speed of turret(r/min) 15-80 15-100
Power 380V 50/60HZ 3P 11Kw
Dimension (mm) 1230x1230x2250
Weight (KG) 3,800

39
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UltraTab Plus

UltraTab Plus -Tablet Press

UltraTab Plus High Speed Rotary Tablet Press Perfect combination

of efficiency and quality

Combining cost-orientation with precision,quality and safety was the
guiding principle during development of the UltraTab Plus tablet presses
manufactured by SaintyCo. All the machines comply with the regulatory
requirements in accordance with cGMP and FDA, are easy to operate and
permit flexible production as well as fast format changes. Thanks to a wide
range of process equipment, the plants can be optimally adapted to
customer requirements. Production output by the UltraTab Plus single

rotary press accounts for more than 777,000 tablets per hour.

| UltraTah Plos. -

UltraTab Plus ST51

UltraTab Plus ST63

UltraTab Plus ST75

UltraTab Plus ST81

40
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UltraTab Plus

Features:

] Contact parts 316L

] High speed: up to 777,000 tabs/h

] Mono-layer Tablet,Bi-layer Tablet

] Maximum operating security

] Maximum working safety

] Enclosed compression compartment(reduces dust)

u Extended maintenance intervals

] Quick-connect for easy disassemblyof components

u 15" touchscreen control

] Screen-guided operation

] Structured diagnostic messages for troubleshooting
] All production-relevant data is permanently available
] Chinese / English operating language Compression station

] All compression roller are independent mounted. Main roller and pre roller

are same size (250 mm, mutual exchangeable),each can offer 100 KN
force maximum

] Roller is made in Germany with special material and technology, long
lifetime

] Equipped with VME technology and top class electrical parts, capable of
evaluating huge amount of data in real-time, to meet the requirements of
customers.

] Professional software, contains the best practice of top international
Pharmaceutical manufacturers and SaintyCo Compacting experts ’
experience more than half century

] Exchangeable filling, dosing and metering wheels

] Metering wheels can increase powder flowability and uniform density

] Filling wheels and dosing wheels can precisely fill and dose powder

] Controlled by VME-BUS, servo motor can adjust filling depth

] For products with poor flowability and Chinese traditional medicine, round
rod wheels can be ordered as options

] Made in Germany, super precision

] Reduction of down-time through use of an extra turret, complete with
cams and tools

] Increased annual yield through optimization of the interchangeable turrets

] Design-patented turrets can be interchanged with cams and tools

] Machines readily available

] Quick adjustment to highly varied production conditions
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UltraTab Plus

Exchangeable turret
Reduction of down-time through use

g i ULy L2t of an extra turret, complete with cams and
r e tools
2 i LT

UltraTab Plus

Technical Data

Mono-layer,Bi-layer

Machine Configurations

Punch&die type(EU) D B BB BBS
Number of press station 51 63 75 81
Max tablet diameter(mm) 25 16 13 11
Max output(Tablet/h) 489,600 604,800 720,000 777,600
Max filling depth(mm) 18 18 18 18
Max main pressure(KN) 100 100 100 100
Max pre pressure(KN) 100 100 100 100
15-80

Speed of turret(r/min)

Power 380V 50/60HZ 3P 18.5Kw

Dimension (mm) 1430x1430x2190

Weight (KG) 5,000
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Peripheral Equipment

EU b B BB BBS

High Quality Mould
The mould is preciously processed with special alloy steel,drawing is designed by computer, manufactured by high and
precise numerical control machine. It special feature is :high hardness, high malleability and the high abrasion. It is not

only used for domestic high-speed, lower-speed tablet pressing machine, but aslo applying to any kind of imported tablet

pressing machine.

The mould is precise and with high interchangeability, which is an ideal choice for pharmaceutical and food health factory,

will definitely increase your effiency at the same time decrease the cost.
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Peripheral Equipment

Strong dust collecting capability, super-silent design and can be used widely and work

DC Dust Collector

continuously for a long time.
Material: Stainless steel

Power supply: 220 V 50/60 Hz
Power: 3.0 KW

Dimensions: 850x 600x1300 mm
Weight: 90 Kg

TUOER-III Industrial Dust Collector

The machine has strong de-dusting capacity. Equipped with dust collecting tray at -
bottom which is convenient for cleaning. Easy operation and maintenance.
Material: 304 Stainless steel

Power: 3 kW

Weight: 108 Kg
Power supply: 220V 50/60 Hz
Dimensions: 750 x 780 x 1900 mm

C&C200C Uphil tablet de-duster

This uphill tablet de-duster can be used with tablet press machine & metal detector.
Tablets come out at top position, tablets lifting & de-dusting at the same time. Tablets
moving upwards via uphill sifters make tablets very clean. The speed can be adjusted.
Easy operation and cleaning, convenient to move.

Capacity: 800,000 tabletas/h(6mm)

Power: 0.1Kw

Max tablets diameter:: 25 mm

Power supply: 110V / 220V / 50/60 Hz 1P

Compressed Air: 0.1 m3;/min 0.05 Mpa

Vacuum: 2.7m3,/min -0.1 Mpa

Dimensions: 500 x 550 x (1280 - 1460) mm

Weight: 70 Kg

METAL DETECTOR

Metal Detector is an eddy current based digital metal detection system for detecting
metal contamination in tablets/capsules, preferably installed after de-duster. The
detector is designed and manufactured to meet the stringent requirement and hygienic
standards of pharmaceutical industry.

Power Supply: 220V / 50/60 Hz 1P

Aperture size: 80x20 mm

Sensitivity: 0.15 mm dia

Ferrous: 0.2 mm

Nonferrous: 0.3 mm
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SaintyCo also offer:
Encapsulation Solutions
Tablet Compression Solutions
Coating Systems

Cartoning Systems

Blister Packing Solutions

Z saintyCo

Pharma Process & Packaging
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